IRWIN BRANCH RELIEF DRAIN - Near Shore Site n24

e

Z scores of indicator measurements at site n24 relative to all near shore sites
(Actual values for each indicator are given above each bar)
See page 1 for color key, value units, abbreviations, and critical values.

Water Quality Meter Readings E. coli Densities
0.381 5.00
3.00 71 4.00 -
2.00 - 8.03 9.89 3.00 A 455 2100
o) . 200
0.00 1 N | — 1.00 J
-1.00 1 0.00 -
2001 1.00
-3.00 . Water Sediment
pH Turbidity Dissolved  Conductivity Annual Geomean Annual Average
Oxygen E. coli CFU/100 mL E coli CFU/100g
Aqueous Chemistry Lovled
Aqeas Mrary
37
500 200
400 | 121 019 72 223
300 0.083 ®
2001 019 0.015 20 1.001
1.00 1
0.00 |-=—L = L L
-1.00 Q1
-2.00 1
-3.00 1
_4-(x) '1(1}
NO; TKN N  oP P BOD TOC d A
20
Sediment Chemistry
4.00
3.00 20
2.00 {3.800 810 35000 99,000 66 20
1.00 | I I I:I l l 061 1 34 27 0039 ™ 00 00 000 00
0.00 1 = -_._-_IZI_IZI_-_-_
-1.00 -
-2.00
TKN NH, tP TOC COD As Cd Cr Cu Po Hg N Zn O+G TPH PCB PNA







